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DECB10 PRODUCT REQUEST QUOTE 0.1 G INDUSTRIAL BALANCES
DECB Series

Industrial Precision Balances | 6-30 kg Capacity | 0.1 g Readability | Detachable
Display

DECB industrial precision balances combine capacities from 6 kg to 30 kg with consistent 0.1 g
readability. A detachable backlit LCD, high-quality load cell, fast stabilization, full-range tare and
industrial weighing functions make the series suitable for production, quality control, packaging,
logistics and technical laboratories.

6-30 KG CAPACITY 0.1 G READABILITY CLASS 11l DETACHABLE LCD 255 X 190 MM PAN
EXTERNAL CALIBRATION PIECE COUNTING OPTIONAL RS232

Document type: Technical Specification Sheet

Product family: DECB Industrial Precision Balances

Models: DECB6 / 10 /15 /20 / 30

Series characteristic: 0.1 g readability across all five capacities
Format: A4 landscape | COLO.Science TechSpec v2.4

DECB industrial precision balance | detachable LCD | 255 x 190 mm pan

CAPACITY RANGE ADDRESS / HQ CONTACT
6-30 kg Polje ob Sotli 4 sales@colo.si
d=0.1g SI-3255, Slovenia +386 70 713 437
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== Colo Science DECB | Industrial Precision Balance Series

A

DECB10 PRODUCT REQUEST QUOTE MORE 0.1 G BALANCES COLO.SCIENCE HOME

DECB | industrial precision balances
High-capacity 0.1 g weighing with a detachable backlit LCD display

Technical data sheet | Informational document

Models: 6 /10/15/20/30 kg

m D=0.1G DETACHABLE LCD BRSNS Flexible display positioning for production, packaging and laboratory benches

I Series Overview

Application profile Key features

Production weighing: raw materials, components and finished products. Series range: 6, 10, 15, 20 and 30 kg maximum capacities.
Packaging and logistics: piece counting and incoming/outgoing goods control. Resolution: constant 0.1 g readability across the DECB family.
Quality control: check weighing against defined acceptance limits. Load cell: high-quality sensor with temperature compensation.
Laboratory use: routine weighing in chemical, food, pharmaceutical and technical labs. Calibration: external calibration using suitable standard weights.

Functions: weighing, piece counting, percentage and check weighing.

Communication: optional R$232C for printer or PC connection.

Core technical summary

Design and handling Parameter Series specification
Detachable display: position the indicator for clear viewing around large containers. ARy e e 6/10/15/20/30kg
Stainless-steel pan: 255 x 190 mm platform for industrial and laboratory loads. Readability 0lg
Fast stabilization: result in 2 seconds or less with anti-vibration filtering. Pan size 255 x 190 mm
Flexible power: universal adapter with optional rechargeable battery. Stabilization <2s
Display Detachable backlit LCD
Calibration External
Interface Optional RS232C
MODELS READABILITY PAN SIZE STABILIZATION
5 capacities 0.1g 255 x 190 mm <2s
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CONTROL WEIGHTS

DECB10 PRODUCT REQUEST QUOTE MORE 0.1 G BALANCES

I Models and Technical Specifications

Model selection

Model Maximum capacity Readability
DECB6 6 kg 01g
DECB10 10 kg 01g
DECB15 15 kg 0.1g
DECB20 20 kg 0.1g
DECB30 30 kg 01lg

Weighing system and performance
Parameter Specification
Balance type Industrial / technical precision balance
Accuracy class Class Il
Load cell High-quality load cell

Stabilization time <2 s with anti-vibration filter

Tare Full-range tare

Calibration External calibration using standard weights
Overload protection Supported

Temperature compensation Supported

Gross weight Approximately 4 kg

Weighing pan
255 x 190 mm
255x 190 mm
255x 190 mm
255 x 190 mm

255 x 190 mm

Environment, display and functions

Parameter

Operating temperature
Relative humidity
Power supply

Battery operation
Display

Units

Functions

Interface

Additional options

Dimensions (L x W x H)
320x 260 x 110 mm
320x 260 x 110 mm
320x 260 x 110 mm
320x 260 x 110 mm

320 x 260 x 110 mm

Specification

15-30 °C; variation <5 °C/h

40-80% RH, non-condensing

AC 110-240V, 50/60 Hz; DC5V /2 A
Optional rechargeable battery
Detachable LCD display with backlight

g, ct, oz, Ib, GN, %, pcs

Weighing, piece counting, percentage, check weighing

Optional RS232C for printer or PC

Under-hook weighing and dual display

Source note: Technical values and the five-model family are taken from the supplied DECB10 product page. SKU PRO2700 is confirmed for DECB10; model-specific SKUs, battery, under-hook, dual-display and RS232 configurations must be confirmed in the official quotation.
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DECB10 PRODUCT REQUEST QUOTE 1 G-20 KG WEIGHTS

MORE 0.1 G BALANCES

I Standard Delivery, Options and Calibration Weights

oy g | |
=2 lab experts

DECB series | 6-30 kg x 0.1 g | detachable LCD | 255 x 190 mm pan

I Selection and Use Notes

Choose capacity

Include tare: add containers, fixtures and packaging to the expected
product mass.

Keep headroom: avoid routine operation at maximum capacity.

Position the display

Clear view: detach the LCD when large containers obstruct the

balance body.

Typical delivery and available options

DECB balance: selected 6, 10, 15, 20 or 30 kg configuration.

Standard delivery: stainless-steel pan, universal AC adapter and user manual.

Rechargeable battery: optional operation away from mains power.

Data output: optional RS232C connection to a thermal printer or PC.

Alternative weighing: optional under-hook configuration.

Display options: detachable standard display and optional dual display.

Optional control-weight selection

’zgi]l = 2 g;
S| ]

Individual weights from 1 g to 20 kg

Build the required combination

Working load: select test masses around the loads
used in practice.

Multiple points: combine weights for low, middle
and upper-range checks.

Procedure: match nominal masses, class and
certificates to the local SOP.

Ordering note: The user can select an individual or combined weight package from 1 g to 20 kg according to the
DECB capacity and normal operating load. Confirm the required weight class, nominal masses and calibration

certificates in the quotation.

Plan control points

Load-based checks: choose weights near typical operating loads.

Combination: build several test points using 1 g-20 kg weights.

Workstation fit: place the indicator where the operator can read it

safely.
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DECB10 PRODUCT REQUEST QUOTE 1 G-20 KG WEIGHTS MORE 0.1 G BALANCES

MANUFACTURER AND SUPPORT QUICK CONTACT

COLO Lab Experts Web: colo.si

Polje ob Sotli 4, SI-3255, Slovenia Email: sales@colo.si

Phone: +386 70 713 437
Selection guidance: Send the maximum sample and tare mass, typical working load, required 0.1 g workflow, external-

calibration procedure, control points, weight class, certificates, printer and PC data requirements. Series: DECB6-DECB30

COLO.SCIENCE | DECB INDUSTRIAL BALANCE SUPPORT

Need help selecting a DECB model and control-weight combination?

Send the intended weighing range, tare load, sample type, working-load control points, documentation and data-output requirements. COLO.Science can confirm the suitable DECB capacity, external-
calibration procedure, individual or combined 1 g-20 kg weights, battery, printer and communication options.

Open DECB10 Request a quote View calibration weights Explore 0.1 g balances

Official configuration notice: This document is provided for orientation and product selection. It does not replace the binding specification, delivered configuration, accessory set or acceptance criteria confirmed in the official COLO.Science quotation, proforma invoice,
order confirmation or manufacturer-approved technical offer. Confirm the selected DECB model, calibration and control masses, weight class, certificates, RS232C, printer, rechargeable battery, under-hook and display configuration for the specific order. Specifications may
change without notice.
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