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0.01 G PRECISION BALANCES

DECO Series
Touch-Screen Precision Balances | Up to 5000 g at 0.01 g | Product Data Processing

DECO precision balances combine high-capacity weighing with a 7-inch capacitive touch screen
and an advanced product-data workflow. DECO3, DECO4 and DECO5 provide capacities up to
5000 g with 0.01 g readability, while the menu supports product records, barcode scanner input,
printing, min/max limits, percentage deviation, parts counting and other production-oriented
functions.

UP TO 5000 G X 0.01 G 7-INCH TOUCH SCREEN PRODUCT DATABASE BARCODE SCANNER OPTIONAL PRINTER

INTERNAL CALIBRATION 305 X 230 MM PAN USB + SERIAL

Document type: Technical Specification Sheet
Product family: DECO Touch-Screen Precision Balances
Fine-resolution models: DECO3 / DECO4 / DECO5
High-capacity models: DECO10 / DECO20 / DECO30
Format: A4 landscape | COLO.Science TechSpec v2.4

DECO precision balance | large weighing pan | 7-inch touch-screen control

PRECISION RANGE

3000-5000 g

d = 0.01 g

ADDRESS / HQ

Polje ob Sotli 4

SI-3255, Slovenia

CONTACT

sales@colo.si

+386 70 713 437
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DECO | Touch-Screen Precision Balance Series
Technical data sheet | Informational document

Models: DECO3 / 4 / 5 / 10 / 20 / 30
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DECO | touch-screen precision balances
Weighing, product-data processing, barcode input and direct result printing

MAX 5000 G X 0.01 G 7-INCH TOUCH SCREEN PRODUCT MENU PRINTER SUPPORT A weighing workstation for product-based laboratory and production workflows

Series Overview

Product-oriented workflows
Product records: organize weighing data by product rather than isolated measurements.

Barcode input: identify products quickly with a supported barcode scanner.

Acceptance limits: configure minimum, maximum and percentage-deviation criteria.

Result printing: send product and measurement data to the optional printer.

Weighing and processing modes
Standard weighing: clear real-time mass display and tare workflow.

Parts counting: calculate item quantities from reference piece weight.

Percentage weighing: compare results to a stored reference value.

Check weighing: evaluate measurements against product-specific min/max limits.

Key features
Fine-resolution group: DECO3, DECO4 and DECO5 provide 0.01 g readability.

High-capacity group: DECO10, DECO20 and DECO30 provide 0.1 g readability.

Display: high-resolution 7-inch capacitive touch screen.

Sensor: gold-plated ceramic variable-capacitance load-cell system.

Connectivity: RS232C, RS485 and USB; overview also identifies LAN capability.

Options: thermal printer, control weight, density determination and software.

Core technical summary

Parameter Series specification

Fine capacities 3000 / 4000 / 5000 g at 0.01 g

High capacities 10 / 20 / 30 kg at 0.1 g

Pan size 305 x 230 mm

Stabilization ≤2.5 s

Display 7-inch capacitive touch screen

Calibration Internal or external by model group

Interfaces RS232C / RS485 / USB

FINE MODELS

3 / 4 / 5 kg

FINE DIVISION

0.01 g

PAN SIZE

305 x 230 mm

TOUCH DISPLAY

7 inch
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Models and Technical Specifications

Model selection

Model SKU Maximum capacity Readability Repeatability Linearity Calibration

DECO3 PRO4292 3000 g 0.01 g 0.03 g 0.02 g Internal

DECO4 PRO4293 4000 g 0.01 g 0.03 g 0.02 g Internal

DECO5 PRO4294 5000 g 0.01 g 0.03 g 0.02 g Internal

DECO10 PRO3724 10 kg 0.1 g 0.3 g ±0.3 g External

DECO20 PRO3725 20 kg 0.1 g 0.3 g ±0.3 g External

DECO30 PRO3723 30 kg 0.1 g 0.3 g ±0.3 g External

Weighing system and construction

Parameter Specification

Accuracy class Class II

Sensor Gold-plated ceramic variable-capacitance load cell

Stabilization time ≤2.5 s

Warm-up time 20-30 min

Pan dimensions 305 x 230 mm, stainless steel

Dimensions 395 x 118 x 320 mm

Net / gross weight 4 / 5 kg

Overload protection 150%

Environment, power and connectivity

Parameter Specification

Operating temperature 5-35 °C

Relative humidity 10-70% RH

Power supply AC 110-220 V, 50/60 Hz; DC 12 V / 4 A

Display 7-inch high-resolution capacitive touch screen

Interfaces RS232C, RS485 and USB

Additional network option LAN stated in source overview; confirm configuration

Operating modes Percentage, density, dynamic weighing, counting

Optional accessories Thermal printer, control weight, density kit, software

Source note: Technical values are taken from the supplied DECO PDF. Model SKUs were verified against the official COLO.Science product pages. The minimum-weighing row in the source contains an apparent unit inconsistency, so minimum operating loads are intentionally
not assigned here and must be confirmed in the official quotation. Confirm LAN and barcode-scanner interface configuration for the ordered system.
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Product Data Menu, Printing and System Options

DECO balance platform | 3-30 kg model range | touch-screen product workflow

Product-data processing workflow
Product identification: select a stored product or enter it through a barcode scanner.

Measurement limits: apply maximum and minimum product values.

Deviation control: calculate percentage deviation from the reference or target.

Quantity control: use parts counting for packaged or manufactured items.

Record output: combine product identity, measured value and evaluation status.

Print workflow: send structured product and measurement information to the printer.

Visual interface and optional printer

Rich menu for products, limits, counting and data
processing

Optional printer for measurement and product-data
reports

Ordering note: Confirm the required DECO capacity and readability, calibration type, barcode-scanner
connection, printer model, label or report format, product database workflow, control weight, density kit and
PC/network interface in the quotation.

Selection and Use Notes

Choose resolution
0.01 g: DECO3, DECO4 and DECO5 for precision product work.

0.1 g: DECO10, DECO20 and DECO30 for larger loads.

Define product rules
Limits: set min/max and percentage-deviation acceptance criteria.

Identification: define product names, codes and barcode workflow.

Define output
Printer: specify report, label and required printed fields.

Data: confirm USB, serial, LAN and software requirements.
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MANUFACTURER AND SUPPORT

COLO Lab Experts
Polje ob Sotli 4, SI-3255, Slovenia
Selection guidance: Send capacity and readability, product-data fields, min/max and percentage rules, counting workflow,
barcode type, print format, calibration procedure and communication requirements.

QUICK CONTACT

Web: colo.si

Email: sales@colo.si

Phone: +386 70 713 437

Series: DECO3-DECO30

COLO.SCIENCE | DECO PRODUCT-WEIGHING SYSTEM SUPPORT

Need help configuring DECO for product processing and printing?
Send the weighing range, required resolution, product database structure, barcode workflow, acceptance limits, printed fields and data-export needs. COLO.Science can confirm the DECO model,
calibration, printer, scanner and communication configuration.

Open source PDF Request a quote Weighing overview Weighing catalogue

Official configuration notice: This document is provided for orientation and product selection. It does not replace the binding specification, delivered software functions, printer or scanner compatibility, interface configuration, accessory set or acceptance criteria confirmed
in the official COLO.Science quotation and order confirmation. Specifications and menu functions may change without notice.
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